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Purpose & Scope 

Purpose 

The purpose of this instruction is to show how to use the ReelSm@rtTM with Prysmian HFOC Universal 
Drops. 
 

Scope 

The scope of this work instruction encompasses the handling and use of the ReelSm@rtTM with Prysmian 
HFOC Universal drops prior cable installation. 
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Responsibilities 

Role Is responsible for: 

QA personnel Registering this document and maintaining the 
registration and version control current 

 

Referenced Documents 

None 
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Tools, Equipment & Materials 

The following tools, materials and product are required when carrying out this procedure: 

 

1. ReelSm@rtTM 
2. Cable tie or hook and 
loop fastener 

3. Side cutters 4. Work gloves 

 

 

 

 

  

5. Prysmian HFOC 
Universal Drop 

6. Yellow cable roller 
stand or similar 

  

 

 

 

 

 

 

 

 

 

   

Safety Precautions 

The following safety precautions must be observed: 

o Utilise the recommended PPE.  
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Separating the ReelSm@rtTM 

 

 

 

 

 

 

NOTE 

The ReelSm@rtTM is composed of 2 flanges. The left flange in the 
image, where the coil will be placed and the HFO connector will be 
attached to, and the right flange with the tabs that locks the 2 
flanges together. 

 

 

 

  

 
 
 
 
 
Step 1 
With the ReelSm@rtTM laying on the ground with the thick flange 
facing upwards, press the tabs inwards.  
 
 
 
 
 
 
 
 
 
 
 
 
Step 2 
Slightly lift the ReelSm@rtTM from the 
ground while pushing the tabs down so 
that these can go in the holes.  
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Step 3 
Pick up the ReelSm@rtTM carefully so that the 
tabs stay in the holes. Pull both flanges in 
opposite direction to separate them. The flanges 
have holes besides the big middle hole in which 
fingers can be inserted to ease separation of 
both flanges.  
 
  
 
 
 
 
 
 
 
 
Step 4 
Once the flanges have been separated, lay them on the ground 
for the HFOC Universal Drop placement.  
 
 
 
 
 
 
Placing Prysmian’s HFOC Universal Drop on the ReelSm@rtTM 

 
Step 5 
Place the HFOC Universal Drop on the thick 
flange (bigger barrel) with the HFO connector 
facing down making sure the connector aligns 
to the 2 slots on the flange as this is where the 
HFO connector will be secured. 
 

  
 



Compiled by: 
Martin E. Daher Work Instruction     

How to use the ReelSm@rtTM 
 

  

Approved by: 
Prysmian Quality 
 

Document No: 
Issue Date: 
Version No: 

 
RD_09_045_DY

11/2025
2.0 

 

 

Page 5 of 9

Document currency not guaranteed when printed (refer Intranet).”

 

 
 
 
 
Step 6 
Push the coil down until the connector touches the inner part of the flange. 
 
 
 
 
 
 
 
 
 
 
 
NOTE 
The HFO connector should align with the flange slots as shown in the image.  

 
 
 
 
 
 
 
Step 7 
Place the flange with the tabs on 
top of the flange with the coil and 
push downwards so the tabs can 
lock in place. The ribs and grooves 
in the flanges ease the correct 
alignment of both parts so that the 
tabs can go in smoothly to its 
locking position.   

 
 
 
 
 
 
 
 
 
Step 8 
Place the ReelSm@rtTM with cable onto the 
preferred cable stand. 
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Step 9 
After placing the ReelSm@rtTM onto the preferred cable stand, insert a cable tie 
or a reusable hook and loop fastener in the slots where the HFO connector will 
be attached. This step can be also done before Step 5.  
 
 

 
 

 
 
 
 
 
 
 
 
 
 
Step 10 
Cut and remove the cable tie holding the HFO connector to the cardboard ring.  
 
 
 
 
 
 
 
 
 
 
Step 11 
Pull the connector out of the reel and pass 
the connector and the cable through the 
large opening of the flange. 
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Step 12 
Secure the HFO connector with the cable tie or hook and loop 
fastener. Important to secure the connector from the coupling nut 
or the dust cap as shown in the image and not from the boot.  
 
 
 
 
 
 
 
 
 
Step 13 
Cut the cable tie excess.  
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 14 
Carefully, without damaging the cable, cut the 
remaining cable ties that hold the cable coil 
and the cardboard ring together.  
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Step 15 
Pull out of the ReelSm@rtTM the cut cable ties.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 16 
The HFOC Universal Drop is ready to be installed using the 
ReelSm@rtTM by pulling the cable stub.  
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Document History 

The history of changes made to this procedure is shown below. 

Version Date Summary of Changes 

1.0 7 November 2025 First issue 

2.0 1 December 2025 
Removed steps specific to yellow cable stand 

Streamlined work instruction and removed unnecessary steps to 
make it more concise for installers 

 

Attachments 

 


